
January 11, 2001

WET-PAVEMENT CRASH REDUCTION PROGRAM #01-01
COUNTY ENGINEERS/SUPERINTENDENT OF HIGHWAYS
MUNICIPAL ENGINEERS/DIRECTORS OF PUBLIC WORKS
CONSULTING ENGINEERS

Information regarding the Illinois Department of Transportation's Skid Accident
Reduction Program was introduced in 1984 as Circular Letter 84-12 and revised in 1990
as Circular Letter 90-28. This program is designed to minimize wet-pavement skidding
accidents by ensuring that the new roadway surfaces have adequate, durable skid
resistance properties and by identifying and improving sections of roadway with high
skid-accident incidence. While this program is mandatory on all federal-aid and State
funded projects, use on MFT projects is optional.
Attached for use is revised Department Policy TRA-16, which establishes guidelines for
this program and an update of Figure 5-8h of the Bureau of Local Roads and Streets'
Administrative Policies and the Federal-Aid Procedures Manuals. Circular letter 01-01
replaces Circular Letter 90-28 and is effective immediately. The new bituminous
concrete mixtures should be used on all appropriate sites.
Please direct any questions that may arise to your District Office.

Sincerely,

Darrell W. McMurray, P.E.
Engineer of Local Roads and Streets



Please replace Figure 5-8h in Chapter 5 Section 8.3.c(3) on page 5-8-34 of the Administrative
Manual and on page 5-8-34 of the Federal-Aid Procedures with the following figure.

Figure 5-8h. Skid-Resistant Mixtures (Class I)
Mixture Suggested ADT Usage

C All roads and streets - ADT of 5,000 or less
D 2 lane roads and streets - ADT greater than 5000

4 lane roads and streets - ADT between 5,001 and 25,000
6 lane roads and streets - ADT 60,000 or less

E 4 lane roads and streets - ADT between 25,001 and 100,000
6 lane roads and streets - ADT between 60,001 and 100,000

F All roads and streets - ADT of 100,001 or greater












